
Different screws with countersunk heads –
for calculating the diameter of the countersink 

Metric
screws

Slotted head Cross-screw

Thread Head diam.
mm

Head diam.
mm

Head diam.
mm

Head diam.
mm

M 1 1.9 1.9 – –
M 1.2 2.3 2.3 – –
M 1.4 2.6 2.6 – –

M 1.6 3 3 3 3
M 2 3.8 3.8 3.8 3.8
M 2.5 4.7 4.7 4.7 4.7

M 3 5.6 5.6 5.6 5.6
M 3.5 6.5 6.5 6.5 6.5
M 4 7.5 7.5 7.5 7.5

M 5 9.2 9.2 9.2 9.2
M 6 11 11 11 11
M 8 14.5 14.5 14.5 14.5
M 10 18 18 18 18

Thread forming
screws
ST-thread

Slotted head Cross-screw

Thread Head diam.
mm

Head diam.
mm

Head diam.
mm

Head diam.
mm

ST 2.2 (B2) 4.3 4.3 4.3 4.3
ST 2.9 (B4) 5.5 5.5 5.5 5.5
ST 3.5 (B6) 6.8 6.8 6.8 6.8
ST 3.9 (B7) 7.5 7.5 7.5 7.5

ST 4.2 (B8) 8.1 8.1 8.1 8.1
ST 4.8 (B10) 9.5 9.5 9.5 9.5
ST 5.5 (B12) 10.8 10.8 10.8 10.8
ST 6.3 (B14) 12.4 12.4 12.4 12.4

Hex hole
screws
Metric

Hex hole (Female)

Thread Head diam.
mm

M 3 6
M 4 8
M 5 10

M 6 12
M 8 (8×1) 16
M 10 (10×1.25) 20

M 12 (12×1.25) 24
M 14 (14×1.5) 27
M 16 (16×1.5) 30

M 18 (18×2) 33
M 20 (20×2) 36
M 22 (22×2) 36
M 24 (24×2) 39


